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PSP5GTA – Samsung Galaxy Tab Active 1,2&3 - 5 bay charger 

PSP5GTP - Samsung Galaxy Tab Active Pro&4Pro - charger 

 

Thank you for purchasing a Portsmith Samsung Galaxy Tab Active 5 bay charger 

1. Connect the Power Supply to a suitable Mains Power outlet using an IEC C13 power cable 

         

2. Plug Power Supply into charger base – the 5 LEDs will briefly flash red once  

3. Insert Tab Actives as shown. The displays should face the same direction, With the 

charger LEDs to the front, the tablet displays should face the right, place tablet into 

charger from above, do not slide tablet in from side as this may damage the pins.  

             

Within 3 seconds of inserting a tablet, the respective LED will illuminate indicating the 

charge status of the tablet:  

GREEN        – Tablet is charged (typically 99-100%) 
AMBER      – Tablet is charging (occurs if tablet is less than 98% charged) 
RED Flash  – Failure on the port.  Tablet is drawing excessive current.  Remove the tablet 
and reinsert.  If the LED continues to flash there is a fault, please contact us 
IF THE LED does not light, check the orientation of the tablet (see point 3. above) 
 
Inserting a tablet incorrectly can damage the charging pins which are not covered by 

warranty. 
 
CLEANING 

Do not use any liquids or detergents to clean the charger. 

Take particular care if cleaning or dusting use a dry cloth and take care that the gold pins are 

not touched or caught in the cloth as this can damage or bend the pins. The pins should not 

require cleaning under normal use.  

OR 

DO NOT SLIDE DEVICE INTO CHARGER INSERT DEVICE VERTICALLY FROM ABOVE 

CHARGER 


